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ARDON®SELMOR S1PS  

 
SAFETY SHOES 

 

MATERIÁL  
Svršek  
Podšívka  
Podešev  
Tužinka  
Planžeta  
Stélka  
  
VELIKOSTI  
  
  
  
  
  

 BEZPEČNOSTNÍ POLOBOTKA 



    

     MATERIAL   
 Upper Suede leather (black), PU (black)  
 Lining breathable fabric MESH  
 Outsole PEBA + rubber  
 Toe cap Steel  
 Plate Composite  
 Insole PU foam  
    
 SIZE 38-48  
    
 UNIT Pair  
    
 PACKAGE   

 Units in a carton 10 pairs  

 Units in a box 1 pair  

    

    

 DIMENSIONS 38-43 44-48   

 Carton H x W x D (cm) 33 x 60,5 x 43,5 36,5 x 63 x 47,5    

 Carton (cbm) 0,08685 0,10922   

ARDON®SELMOR S1PS  

SAFETY SHOES 

G3491 ARTICLE 

Description 

This safety low shoe in a sporty design is ideal for logistics, warehousing, and light industry. Featuring a 
steel toe cap and a non-metallic composite midsole, it provides reliable protection against impact and 
puncture (S1PS). The black suede leather upper ensures durability and breathability, while the inner 
mesh lining enhances comfort during all-day wear. The rubber outsole with SR slip resistance and FO oil 
resistance is perfectly suited for smooth surfaces in halls and workshops. Thanks to its lightweight 
construction and casual look, this shoe is an excellent choice for workers who demand both safety and 
comfort.    

 Size EUR 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 

 Insole length mm    254,8 261,5 268,2 274,8 281,5 288,2 294,8 301,5 308,2 314,8 321,5    

 Foot length cm    25 25,6 26,3 27 27,7 28,3 29 29,7 30,3 31 31,7    

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NORMS 
(EU) 2016/425 
EN ISO 20345:2022+A1:2024                 Personal protective equipment – safety                                     
        footwear                                                                  
Category:                                                  S1PS SR FO ESD 

   
 

 
  

Category EN ISO 20345  

E – energy absorption in the heel area ✓ 
  

FO – resistence to oils and fuels ✓ 
  

A – antistatic footwear ✓ 
  

SR – resistence to slipping on ceramic floor tiles with SLS 
and on steel floors with glycerin 

✓   

WR – upper resistant to water  
  

Safety toe cap for toe protection ✓ 
  

P – resistence to punctures (protective insoles) ✓ 
  

The shoe do not contain metal parts  
  

HRO – resistence to contact heatup to 300 °C ✓ 
  

HI – insulation of the bottom of the shoe against heat  
  

CI – insulation of the bottom of the shoe against the cold  
  

Splatters of molten metal  
  

ESD – shoe protects against electrostatic discharge and can 
be used on EPA premises 
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Code EAN CARTON WEIGHT (KG) UNIT WEIGHT (KG) 

G3491/38 8592390375025 12,26 1,226 

G3491/39 8592390375032 12,46 1,246 

G3491/40 8592390375049 12,70 1,270 

G3491/41 8592390375056 12,90 1,290 

G3491/42 8592390375063 13,60 1,360 

G3491/43 8592390375070 14,00 1,400 

G3491/44 8592390375100 14,74 1,474 

G3491/45 8592390375087 15,00 1,500 

G3491/46 8592390375117 15,30 1,530 

G3491/47 8592390375094 15,82 1,582 

G3491/48 8592390375124 16,00 1,600 
    
    
    

    
    
    
    
    
    
    
    
    
    
    
    
    
    
    

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


